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Product description
• Fire-resistant mortar suitable 

for firestopping large openings

Product features
• Quick-setting—forms can be removed in as little as 2 hours
• Superior working properties
• Can be used in horizontal or vertical applications

Areas of application
• Sealing medium-sized to large openings with 

non-combustible pipes or cable trays
• Permanent fire seal for cables, cable trays and 

non-combustible pipes

For use with
• Concrete and masonry assemblies
• Walls and floors rated up to 4-hours

Examples
• Large openings containing multiple steel,

conduit and EMT pipes
• Large openings with single or multiple 

cable tray applications

CP 637
Technical Data
At 73°F (23°C) and 50% relative humidity
Application temperature (ideal)
40°F to 110°F (5°C  to 43°C)
Color
Light red 
Form removal 
(depending on consistency)
Approx. 2 hours
Density:
Approx. 40.6 pcf (dry)
Expansion on setting (approx.)
0.08%
Compressive strength

24 hrs. After
after casting full cure 

• Pourable 360 psi 725 psi 
(2.5 N/mm2) (5.0 N/mm2)

• Plastic 610 psi 1200 psi 
(4.2 N/mm2) (8.3 N/mm2)

• Stiff 870 psi 1784 psi 
(6.0 N/mm2) (12.3 N/mm2)

Surface burning characteristics
(ASTM E84-01)
Flame spread: 5
Smoke development: 0
Yield (30 lb pail)
900–1000 cubic inches depending on mix
ratio

Tested in accordance with
• ASTM E 814
• UL 1479
• ASTM E 84
• CAN4-S115-95M
• ULC-S115-95M

Internationally tested and approved

CP 637
Firestop Mortar

Installation instructions for CP 637

1. Clean penetration.
Pre-moisten sides of 
penetration.

2. Important! First add clean
water to separate container.
Then slowly add CP 637 to
water while stirring by hand
or power mixer to ensure
smooth, lump-free mix. See
table above for mix ratio.

3. Work prepared mortar into
opening by troweling, pour-
ing, or pumping with suitable
pump. Use forms for large
openings. Make sure applica-
tion has been sealed accord-
ing to the applicable UL/cUL
Fire Resistance Directory or
Hilti Firestop Manual.

4. Fasten identification plate
(if required).

FILL, VOID OR CAVITY MATERIAL
FOR USE IN THROUGH-PENETRATION 

FIRESTOP SYSTEMS
SEE UL FIRE RESISTANCE DIRECTORY 

66Y7

Mix ratio (recommended, mortar to water): Trowelable 30 lb (14.6 kg)  : 2 U.S. gal (8 L)
Pourable 30 lb (14.6 kg)  : 2.5 U.S. gal (9.5 L)

System Advantage / Customer Benefits
• Saves time
• Versatile
• Simple mixing

 



Material Safety Data Sheet
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Product identifier: CP 637 Firestop Mortar
Product use: Fire resistant plaster for sealing penetrations in concrete and masonry

Supplier: Hilti (Canada) Corporation 6790 Century Avenue, Suite #300, Mississauga, Ontario L5N 2V8

Originator Hilti, Inc., P. O. Box 21148, Tulsa, Oklahoma, USA 74121

Emergency number: Chem-Trec: 1 800 424 9300

INGREDIENTS INFORMATION

Ingredient CAS Number % (wt.) LC50, (rat) LD50 (rat) TLV STEL

Calcium sulphate hemihydrate 10034-76-1 > 90 N/Av N/Av 10 mg/m 3 N/E

Perlite 93763-70-3 < 10 N/Av N/Av 10 mg/m 3 N/E

PHYSICAL PROPERTIES

Appearance / Physical state: Light red powder Odour: No odour.

Bulk density: 650 kg/m 3 Odour threshold: Not applicable.

Vapour pressure (at 20ºC): Not applicable. Vapour density: Not applicable.

Evaporation rate: Not applicable. Boiling point: Not applicable.

Freezing point: Not applicable. pH: Not determined.

Coefficient of H20 / oil distrib: Not determined. Solubility in water: Soluble.

FIRE AND EXPLOSION DATA

Flash point / Method: Nonflammable. Flammable limits: Not applicable.

Conditions of flammability: Not applicable. Auto-ignition temperature: Not applicable.

Means of extinction: As appropriate for the surrounding fire (e.g. Water, CO2, Dry Chemical, Foam).

Special fire fightingprocedures: None known. A NIOSH-approved self-contained breathing apparatus (SCBA) should be worn when fighting
fires involving chemicals.

Hazardous combustion products: Not applicable.

Sensitivity to mechanical Not susceptible to mechanical impact or to a static discharge.
impact / static discharge:

REACTIVITY DATA

Stability: Stable. Conditions of reactivity: None known.

Incompatible materials: Phosphorous and diazomethane.

Hazardous decomposition products: None known.

TOXICOLOGICAL PROPERTIES

Likely routes of exposure: lNone known    lSkin contact    lSkin absorption    lEye contact    lInhalation

Exposure limits: See “Ingredients” section above.

Acute effects of exposure: Eyes: Can cause irritation, inflammation and conjunctivitis. Skin: Contact with moist skin or prolonged and
repeated contact can cause irritation. Inhalation: No effects expected. Ingestion: Not considered a route of
exposure. Effects of ingestion have not been determined. Considered to have a low acute oral toxicity.

Chronic effects of exposure: None known.

Synergistic materials: None known.

MSDS No.: 284C
Revision No.: 002
Revision Date: 03/04/04
Page: 1 of 2
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FIRST AID MEASURES

Eyes: Flush with plenty of water. Call a physician if symptoms occur.

Skin: Wash with soap and water. Seek medical attention if any effects persist.

Inhalation: No ill effects expected. Should discomfort occur, move to fresh air.

Ingestion: Not a likely route of exposure. No effects expected.

Other: Referral to a physician is recommended if there is any question about the seriousness of the injury/exposure

CONTROL MEASURES AND PERSONAL PROTECTIVE EQUIPMENT

Engineering controls: General (natural or mechanically induced fresh air movements).

Eye protection: Safety glasses (with side-shields) should be worn while mixing and applying product.

Skin protection: Cloth gloves are suitable.

Respiratory protection: None normally required.

Other: No additional measures are normally required.

PRECAUTIONS FOR SAFE HANDLING AND USE

Handling procedures and equipment: For industrial use only. Avoid generating dusts. Use with adequate ventilation. Do not get into the eyes. Avoid
prolonged or repeated contact with the skin. Practice good hygiene; i.e., wash after using and before eating or
smoking.

Storage requirements: Keep out of reach of children. Keep dry.

Spill, leak or release: Sweep up and place in a container for proper disposal.

Waste disposal: No known restrictions. Consult with regulatory agencies or your corporate personnel for disposal methods that
comply with local, provincial, and federal safety, health and environmental regulations.

Special shipping instructions: Keep dry.

REGULATORY INFORMATION

WHMIS classification: D2B

HMIS codes: Health 1, Flammability 0, Reactivity 0, PPE A

TDG shipping name: Not regulated.

PREPARATION INFORMATION / CONTACTS

Prepared by: Hilti, Inc., Tulsa, OK USA Emergency phone number: 1 800 424 9300

Customer Service: Hilti (Canada) Corporation, Mississauga, Ontario; 1 800 363 4458

Health / Safety contacts: Hilti, Inc., Tulsa, OK USA; 1 800 879 6000, Jerry Metcalf (x6704)

Abbreviations used: N/E = None Established. N/A = Not Applicable. N/Av = Not Available.
HMIS: Hazardous Materials Identification System

The information and recommendations contained herein are based upon data believed to be correct; however, no guarantee or warranty of any kind expressed
or implied is made with respect to the information provided.

 


